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AMERICAN STEEL PRODUCTS, LLC.

HEAVY WEIGHT DRILL PIPE

HWDP Integral or Welldex A
Welldex:
Steel Grade 1340 on Body

Steel Grade 4145 on Tool Joint

Integral:

Steel Grade 4145

Slick or Spiral

Optional: Non Magnetic HWDP.

Length of 31 ft.

Hard Banding on Tool Joints and Center Wear Pad (Optional).
Internal Paint Coating (IPC) applied (On request).
Outside diameters from 3 1/2” to 6 5/8” are available.
APl & Premium Connections Available.

New and Premium (DS1-CAT5) HWDP.

Complete Thread Protectors Installed.

Make and break.

Smooth Edge.

Pipe surface: paint protection.

Certificate: material and inspection NS-1 standard.

Standard/Spiral Heavy Weight Drill Pipe

Approx Weight (Ib/ft) Center Upset (S) N Tool Joint SECTION  SECTION Minimun Yield Strength

NOMINAL Tes = D WALL — ST AREAPIPE MODULUS ——Tme oo —
HWDP  HWDP LENGT H TUBE  TOOL

STD  SPIRAL NUMBER ~OD — Hwor ~ HwoP ™ TYPE ID(N) OD(N) @/g(N) BODY (N (N (PS)  JOINT (PS)

312 2340 275 21/4 0.625 1 4 24 222 NC38 23/8 43/4 30/27 5645 3490 55000 110000

4 2990 343 29/16 0.719 1 112 24 222 NC40 211416 51/4 30/27 7409 5225 55000 110000

41/2 4110 465 23/4 0875 1 ) 24 222 NC46 27/8 61/4 30/27 9,965 7,698 55000 110000

5 50.10 554 3 1,000 1 51/2 24 222 NC50 31/16 65/8 30/27 12,566 10,681 55000 110000

51/2 5760 638 33/8 1,063 1 6 24 222 512FH 31/2 7  30/27 14,812 14,018 55000 100000

658 7130 777 41/2 1,063 1 71/8 24 222 658FH 458 8  30/27 18567 18,567 55000 100000

HWDP STANDARD HWDP SPIRAL
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